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When you put the boats in the shed, lower the 
engines once you’re about half way in, so they 
don’t hit the rear wall (the skeg should just be 
clear of the ground).  The engine on the new boat 
also needs to be rotated to starboard (right) so 
that the boat fits in the shed. 
 

 
 
Once the boat is fully in position (there are paint 
marks on the floor to indicate where the wheels 
should be) chock the wheels. 
 

 
 
Loosen off the winch strap and boat straps once 
the boat is back in the shed as they will shrink as 
they dry and this could damage the tubes.   
 

 
 
Turn off the isolator switches once the boats 
are back in the shed.  The new boat isolators 
should be left as shown above. 

 
 
Once the isolators are turned off, reconnect the 
boat chargers. The connector should only go in 
one way. Turn the charger back on at the wall 
once connected – this will reset it to charge mode 
in the case of the old boat. 
 

 
 
This is the charger for the new boat.  The blue 
button at the end (left in photo) should be 
pressed twice to get the light next to the car 
illuminated as shown. 
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Also reconnect the Shogun charger…… 

 
 
  It’s black to black and red to red. 
 

 
 
Remove the white cover from the new boat’s 
chartplotter before washing the boat down and 
leave it off when it is in the shed to allow it to dry.  
Give the old boat’s echo sounder a quick rinse 
and put it back in the white cupboard with the 
Shogun keys. 
 
 
 

 
 
Sort out any shots or spare lines that have been 
used and hang them up to dry out ready for the 
next use. 

 
Finally, don’t forget to put the signs back in the boatshed, lower the barrier and lock-up when you 
leave.   
 
Please let the Dive Manager know of any equipment f aults so they can let the Diving Officer 
and Equipment Officer know. 
 
 


